


Kompletní písková filtraãní stanice KIT
Complete sand filtration KIT

Pískové filtry pracují na pfiirozeném principu filtrace vody.
Voda prostupuje uloÏenou vrstvou písku jeÏ zachycuje drob-
né neãistoty. Tímto zpÛsobem se pochopitelnû písek zaná‰í
a je nutno jej propírat, k ãemuÏ nám slouÏí ‰esticestn˘ ven-
til. Pootoãením ventilu do polohy praní písku zmûníme smûr
proudûní vody a tím vyplavíme usazené neãistoty do odpa-
du. Tento proces mÛÏeme opakovat po celou Ïivotnost pís-
ku, která je v porovnání s jin˘mi filtraãními metodami vel-
mi vysoká.

Pískové filtraãní stanice KIT:
jsou instalovány na deskovém podstavci a skládají se s po-
lypropylénové filtraãní nádoby se ‰esticestn˘m ventilem
s tlakomûrem a kontrolním prÛzorem. Uvnitfi nádoby je dre-
náÏ. Sání ‰esticestného ventilu je propojeno flexibilní hadicí
s rozebiratelnou koncovkou s ãerpadlem Micro nebo Mini
Delfino. âerpadlo je jednofázové a samonasávací.
Maximální tlak 1,5 bar
Pracovní tlak  0,5–0,7 bar

Typ ∅ mm m3/h Pumpa Písek A B C
KIT S-3 300 4 Micro Delfino (Micronaut) 20 kg 750 560 630
KIT 380-4 380 4 Micro Delfino (Micronaut) 42 kg 820 640 740
KIT 380 380 6 Mini Delfino (Hydronaut) 42 kg 820 640 740
KIT 480 480 9 Mini Delfino (Hydronaut) 75 kg 900 720 790
KIT 560 560 12 Mini Delfino (Hydronaut) 140 kg 1 090 910 830

Typ/type: KIT 480

Typ/type: KIT S-3

Sand firltration is working on a natural principle of water
filtration. Water is progressing thru the sand layers so that
the small dirt is staing in the sand. This way the sand is be-
coming dirty, so it is necessary to rinse-wash the sand, to do
that you need to use the six-way valve. By turning the valve
to position sand rinse-wash, you will change the water cir-
culation and that will rinse-wash out the dirt from the sand
to drain. You can do this process any time is required for w-
hole lifespan of the sand. This process is in comparison with
other filtration process, very high quality.

Sand filtration KIT:
the filtration kit, mounted on a base plate, is composed of
an filter vessel in polypropylene, including six-way valve
with pressure gauge & sightglass. Iside the vessel is a drain.
Suction of valve is connect with flexible hose with disas-
semble ending with pump Micro or Mini Delfino. Pump is
one-phase and selfsuction.
Maximum pressure 1,5 bar
Working pressure 0,5–0,7 bar


